CAP DIEN LUC

Cap dién Iwc, 1 16i, ruét déng, cdch dién PVC-0.6/1kv

Power cable, single-core, copper conductor, PVC insulation - 0.6/1kv.

Ky hiéu/Sysbol: CV - 0.6/1KV

1.Cautao: : ] i Atk

- Ruét dan: Bang s¢i ddng mém (cap 2) xoan dong tam.

- Cach dién: PVC (Polyvinyl chloride).

2. Tiéu chuan ap dung: IEC 60502-1/TCVN 5935 & IEC 60228/TCVN
6612

3. Nhan biét cap: mau den hoac theo yéu cau.

4. Cac dac tinh cua cap:

- Bién ap dinh mirc (U/U): 0.6/1KV.

- Nhiét do rudt dan I&n nhat trong s dung binh thwéng: 70 °C.

1 Composmon

- Conductor: Concentric stranded (class 2) annealed plain copper wires.

- Insulation: PVC (Polyvinyl chloride).

2. Applied standards: /EC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Cable identification: Black color or request

4. Characteristics:

- Voltage rate (UyU): 0.6/1KV .

- Max. rated conductor temperature in normal use: 70 °C
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Ru6t dan ddng
Copper conductor
Cach dién PVC
PVC insulation
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Mat cat
danh dinh

Nominal area

Céu tao
ruét dan
Structure

Buwéng kinh
ruét dan

Diameter of
conductor

cachd

insulati

Thickness

Bé day

ién

on

Duong
kinh tong
Overall diameter

(aprox.)

Dién tré ruét dan
I&n nhat & 20°C
Max. conductor
resistance at 20°C

Khéi lwong
gan duang
Weight (aprox.)
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240 61224 | 202 | 22 | 24.6 . 00754 2453
= e s e 7‘, ——— e
250 61228 | 205 | 22 Y 0.0724 2532
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) TAI TRUONG THANH

MANUFACTURING ELECTRIC WIRES AND CABLES CO.,LTD

CAP DIEN LU'C

Cap dién Iwc, 1 16i, ruét nhém, cach dién PVC-0.6/1kv
Power cable, single-core, aluminum conductor, PVC
insulation - 0.6/1kv.

Ky hiéu/Sysbol: AV - 0.6/1KV

1. Cau tao: Ban

- Rudt déan: Bang soi nhém tron (cap 2) xoan ddng tam.

- Cach dién: PVC (Polyvinyl chloride).

2. Tiéu chuan ap dung IEC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Nhan biét cap: mau den hoac theo yéu cau.

4. Cac dic tinh cua cap:

- bién ap dlnh murc (U,/U): 0.6/1KV.

- Nhiét do rudt dan Ién nhét trong st dung binh thuwéng: 70°C.

i1 Composmon

- Conductor: Concentric stranded (class 2) circular aluminum wires.
- Insulation: PVC (Polyvinyl chloride).

2. Applied standards: /EC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612. A R
3. Cable identification: Black color or request Aluminium conductor
4. Characteristics: Céch dién PVC
- Voltage rate (U,/U): 0.6/1KV . PVC insulation

- Max. rated conductor temperature in normal use: 70°C

Puwong kinh Bé day Buong Pién tré rudt dan

Mat cat Céu tao S x s A ; e Khéi lwgng
g Ay g% ruét dan cach dién kinh tong I&n nhat & 20°C Lo gt
,\(/j anlh c/lgnh r; tgt t;ian Diameter of Thickness Overall diameter Max. conductor W%af:: (dunr%x )
ik o conductor /'nsu/ation (approx.) resistance at 20°C e LLARprOX.
10 711.35 T; 4.1 1.0 H 6.1 3.0800 55
. L L 1 1|
11 7/1.40 “ 4.2 - 1.0 ‘ 6.3 2.1000 59 |
14 7/1.60 | 4.8 1.0 | 7.0 2.2000 73 ‘
16 7/1.70 ‘ 5:1 1.0 ‘ 7.4 1.9100 82 ‘
i 22 7/2.00 6.0 1.2 ‘ 8.4 1.38191 ‘ 107 ‘
‘ 25 71214 ‘ 6.4 ‘ 1.2 8.9 1.2000 H 121 |
’ 35 7/2.52 | 7.6 1:2 10.3 0.8680 H 163
38 7/2.62 [ 7.9 1.2 . 10.7 0.7995 “ 176 ‘
H 50 7/3.00 M 9.0 “ 1.4 11.9 0.6410 H 221 T
‘ 70 7/3.55 10.7 14 13.8 0.4430 ‘ 299
| - = e S —
‘ 95 7/14.15 ‘ 12.5 ‘ 1.6 15.9 0.3200 | 400 |
I
‘ 100 19/2.60 H 13.0 . 1.6 16.3 ‘;‘ 0.3040 412
’ 120 | 19/2.82 § 14.1 1.6 176 0.2530 ‘T

~ *Beside above sizes, we also produce others size depend to Customer’s requirement
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CAP DIEN LU'C

Jatcit | chuto | PVOIONIR | FRCOL | nrdng | lenmmitozoc | Kndiluems
Nominaiarea | Stucture | DCiametorof | Thicwiess | OvelmlSBTEEr | eestanceatzcc | Weiaht(approx)
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150 28 | 180 | \ 19.8 0.2060
185 | 37252 | 176 20 ‘] ete | lodeaa ] 721 }
200, | BTREE. | 188 | 2k 25 | 04517 [ 782 ]
240 61/2.24 202 | 22 | 246 01250 | 029
250 61228 205 22 | 249 01200 954
300 611250 | 225 24 573 ~0.1000 1147
325 61260 | 230 Pl gl e e 0.0923 | 1208 |
e errET T T B TR T
400 61290 gat oA FrEE 1516
500 | 61322 | 290 28 | 346 | 00605 1856
630 | 912,95 325 28 381 0.0469 2257
800 91334 | 387 28 | 423 © 0.0367 2806

o
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CAP DIEN LUC

Cap Nhém 16i thép, cach dién PVC 0.6/1kv.
Aluminium conductor steel reinforced, PVC insulation 0.6/1kv

Ky hiéu/Sysbol: ASV - 0.6/1kv

1. C4u tao:

- Phan thep Bang s¢i thép ma kém, mot soi hodc nhiéu sgi xoan ddng tam.
- Pha&n nhom: Bang soi nhém clrng xoan dong tam.

- Cach dién: PVC (Polyvinyl chloride)

2. Tiéu chuan ap dung: IEC 60502-1/TCVN 5935 & TCVN 5064.
3. Nhan biet cap: mau den hoac theo yéu cau.

4. Cac dac tinh cua cap:

- Dién ap dinh mare (U/U): 0.6/1KV.

- Nhiét d6 rudt dan I&n nhét trong stir dung binh thuorng: 70°C.

1. Composition:

- Steel part: Zinc-coated steel wires, one wire or multi - wires concentric stranded.
- Conductor: Concentric stranded hard drawn aluminum wires.

- Insulation: PVC (Polyvinyl chloride).

2. Applied standards: /EC 60502-1/TCVN 5935 & TCVN 5064.
3. Cable identification: Biack color or request

4. Characteristics:

- Voltage rate (U,/U): 0.6/1KV .

- Max. rated conductor temperature in normal use: 70°C
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Soi thép ma kém
Zinc-coated wire (S)
Sgi nhém
Aluminium wire (A)
Cach dién PVC
PVC insulation

Mat cat
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Be day
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| 2542 | 6230 | 11230 1.1521 9.296 “
35/62 1\ 6/2.80 \ 1280 84 \ 12 \ 1.3 0.7774 H 13524 229
50/8 6/3.2oj 1320 | 96 | 1.4 126 05951 | 17112 | 289
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‘ 120/19 26/2 40 ‘: nes | 152 | 16 189 ' 0.2440 41521 | 646
120/27 \ 30/2 20 | 772, 20 | 154 \ 1.6 19. \ 0.2531 49465 @ 698
27 150119 | 24/2.80 \ 7/1.85 16.8 1.8 20.7 0.2046 46.307 757
| Il [
‘ 150124 | 261270 | 7/2.10 174 | 1.8 210 | 02039 52.279 805
150/34 | 30/2.50 | 7/2.50 18 21.4 0.2061 885

17.5

62.643

| 5 : _ " Beside above sizes, we also produce others size depend to Customer’s requirement
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CAP DIEN LU'C

Mat cat

danh dinh
Nominal
area

Cau tao
rudt dan
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(No/mm)

Buwérng kinh
ruét dan
Diameter of
conductor
diameter

Be day
cach dién
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insulation

Duong
kinh tong
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bién tré rudt
dan I&n nhat
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Max. conductor
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Lwc kéo dirt | Khéi lwgng
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strenght

gan ding
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185/24 24/3 15 | 7/2.10 0.1540 58.075 |
185/29 | 26/2.98 | 7/2.30 18.8 i 2.0 23.0 0.1519 672.055 i 967
185/43 | 30/2.80 | 7/2.80 19.6 2.0 24.0 0.1559 : 77.765 1112
E1;;,2_170 37/2.10 23.1 2.0 277.57 770.15473 o 183.816 1831
7243/327 7274/5 7/2.40 216 N 2.3 26.4 70.1182 o 75.050 1239
3;24;/37977 26/3.40J 7/2.65 216 2.2 26.4 imzz 80.895 1274
\ [ ‘ - —
240/56 ‘ 30/3.20 | 7/3.20 22.4 22 27.2 0.1197 98.253 1437
73&/3797 24/4.00\ 7/2.65 24.0 2.4 i 29.0 0.0958 90.57;177 15057
3(;014;; 26/3v.80 7/2.95 241 é:;;i 29.1 : (ﬁ);a;sﬁ 100.623 1561
7300/66 30350 | 19/2.10 724“.5 7 2.4 29.5 T 0.102)(7)7: 117.520 77517681 |
300/204 | 54/2.65 | 37/2.65 29.2 2.4 34.2 F.oges ) 284.579 2874 |
330130 | 48/298 | 7230 | 248 i 2.6 29.8 0.0861 88.848 1524
330/43 | 54/2.80 | 7/2.80 25.2 2.67 30.2 Eeg : 103.784 ‘ 1634i
400/19 | 42/3.40 | 7/1.85 7ée.o 26 81.2 0.0758 7 85600ﬁ¥ 1606 |
400/22 | 76/2.57 | 7/2.00 26.6 26 2 31.8 0.0733 795115 \;1672
400/51 | 54/3.05 7/3.05 727.5 B 2.6 32.9 i 0.0733 ; 120.481 £39”
400/64 | 26/4.37 | 7/3.40 97T | 2.6 33.1 0.0741 129.183 ’ 1961
400/93 | 30/4.15 | 19/2.50 29.1 2.6 34.5 0.0711 | 17:;71; ’ 2326

32 * Ngoai cac quy cach trén, chung t6i co thé san xuét céc quy cach khac theo yéu cau cua Quy khach
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CAP DIEN LUC

4 Cap dién luc, 1,2,3,4 16i, ruét déng, cdch dién PVC-0.6/1kv , vé
boc PVC/Power cable, 1,2,3,4-cores, copper conductor, PVC
insulation - 0.6/1kv, PVC outer sheath.

Ky hiéu/Sysbol: CVV - 0.6/1KV

1. Cau tao: : ¥ 3 et

- Rudt dan: Bang sgi déng mém (cap 2) xodn dong tam.

- Cach dién: PVC (Polyvinyl chloride).

- Chét don. bang quan: PVC hoac PP, PET (néu can)

- Vé boc: PVC (Ioal ST2).

2. Tiéu chuan ap dung: IEC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Nhan biét cap: bang mau cta cach dién PVC.

- Li: xanh, d@, vang, Trung tinh Den.

- V6 boc: mau den.

Cac cach nhan biét trén co thé thay dbi theo yéu cau khach hang.
4. Cac dac tinh cua cap:

- Dién ap dmh mure (U, /U): 0.6/1KV.

- Nhiét d6 rudt dan Ion nhét trong s dung binh thwong: 70 °C. Rudt dan dong

1. CompOSItlon Copper conductor

- Conductor: Concentric stranded (class 2) annealed plain copper wires. Cach dién PVC

- Insulation: PVC (Polyvinyl chloride). PVC insulation

- Fller. binder: PVC or PP, PET (if any) Chat don/Filler

- Outer sheath: PVC (type ST2). 1

2. Applied standards: /EC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612. V6 boc PVC
PVC outer sheath

3. Cable identification: by color of PVC insulation.
- Cores: Blue, Red, Yellow, Neutral Black.
- Outer sheath: Black
The above identifying can be change as order
4. Characteristics:
- Voltage rate (U,/U): 0.6/1KV .
- Max. rated conductor temperature in normal use: 70°C

Pwong
kinh.
ruét dan

Bé day ‘ Dién tré ruét i
vo bao vé Eiacuny dén I6n nhat Hhut hargeng
ac Thibknoss kl_nh tong & 20°C gan dung
dién ollershoe Overall diameter (aprox.) Max. condiictor Weight (aprox.)

"| Thickness ]
insulation feSl\Ztg?ge at
' L T "

W{ J 161 ‘ 1E2T;
\
100 | 6o

Bé day

Mat cat | Cau tao
O cach

EIN KN GERGeT R T
/043:[E13TT08 J[14 [ 18 | 18 \u | 57 | 108 [ 1. \122\ 18.1000

!

7 /052JL16 || o8 Ju,ng ’juj 1.1 (117 129 121000

T/oﬂLﬂa ][ o8 ][ 14 [ 18 ﬁﬁ 18 | 62 | 16 [122 135 90750 ] fz?izaﬂ@éz
\ 217 Lzez JL4

25 \ 7/06j| 20 "708 JFMWTS ‘[uﬂugﬁsu 1.8 h7 140 | 7.4100
292¢ 83 ’258 312 | 392 |

35 H 7/080‘ 2.4 TL 0.9 M 14 | 18 | 18 | 18 “ 6.8 | 126 ‘135 150 | 52929

62
69

_ | L s e B | Lol
a0 | 7085 | 26 | 10Jﬁ4 18 ﬁs] 18 || 7.2 | 133 [ 138 38| 159\ 46100 | 93 | 289 | 351 \L441
SU‘ 7/100J 30 | 10 [[14 |18 \\ 18 | 18 | 77 | 144 ‘ 156 173 | 33527 | 113 | 351 | 435 | 545
6.0 L7/104 L 31 | 10 |14 [ 18] 18 | 18] 79 | 148 (160 | 179| 30800 | 121 r373 461 | 586
ibs 720 | 36 H 10 || 14 1.8!13.47}j.ﬂ‘£9!§1%] 145 ‘442J 552 \ o1 | [ ‘
| 10 \7/135 | a4 10 | 14 18| 89 | 181 | 202 |1.8300] 171 512 643 | 817 |
\7 L ‘ ] \ ’ = =
‘ 7. 44\ 42 “ 10J 14 90 | 18J 20J16636L80 552 \ 69 | 881 | ]

* Beside above sizes, we also produce others size depend to Customer’s requirement 33
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CAP DIEN LUC - 1

Bé day Dién tré rudt
vo bao vé
Thickness

Botng dan I6n nhit & Khéi lvong
kinh téong 20°C gan ding

Thig;?ngss Pl Overall diameter (aprox.) Mot cortiicion Weight (aprox.)
resistance at

o T 2 N R N I N e T S A

L e ] o B s

[ 10 |14 18] 18] 18 | 9s | 189 | 202 | 226 13071 | 216 | 675 | 837 1068)
s mao | 51 [ 10 [1a] 18] 18 [ 18 \WH 197\ 211 236 | 11500 | 236 | 743 | 925 1180
[ 22 7200 60 [ 12 [ 14 18] 18| 18] 10][217] 284 262 os8364 \WW 1193 1526
25 | 7214 | 64 | 12 |14 |18 18 18 | 16| 227 245 25| 07270 | 349 | 1047 1331 1709

| 7230 | 69 | 12 | 14 | 18| 18 19 |121] 239 258 201 06058 | 302 | 1179 1501 1938
| 35 [ 7252 | 76 12 | T“ 18 18 20 ‘W]zsa 276 312 | 0520 | 455 | 1372 1748 @

14| 7160 H 4.8

| 38 |62 79 [ 12 |14 | 18 | 19| 20 | 133] 264 | 288 | 322 H 0.4826 ‘1 492 H 1468 1882 2427
50 ‘19/180\ 90 | 14 | 14| 19 20| 21 |146 204 319 356 03870 | 610 |1839 2366 3018
60 | 19200 100 [ 14 | 14 ‘ 20 | 21 | 22 | 157 | 317 | 346 | 386 | 03225 || 732 | 2188 2845 3630
70 192214 | 107 |14 [ 15 ] 20 | 24 727.37‘ 164 || 337 365 408 | 02684‘ 822 | 2487 3207 4102
|15 | 21 | 22 | 23 |[172 ] 352 380 | 424 | 02501 || 902 \ﬂi%, 4461 |

95 | 191252 126 T16 16 | 22 23 25| 189 385 416 464 | 01930 | 1120 3328 4205 5489(
100 | 192260] 130 | 16 | 16 | 22 H 23 | 25 | 193 394 | 425 475 | 01834 | 1183 H 3510 452 5797
120 19282 | 141 | 186 \ 16 (23 | 24 26 205|423 457 510 01530 | 1369 4080 5276 6752

{ 125 \\ 19/290] 145 | 16 | 16 \ 2.4 llwz_.g 26 \21.2 {43.4 469 524 ]\ 0.1469 ‘]1454}L303 5568 713ﬂ

|
] 75 | 179/2274H7 1.2 ‘
|
|

" 150 37228 160 | 18 | 17 | 25 | 26 28 [229 471 | 509 569 | 01240 | 1725 5105 6613 @
185 \'737/2.52 ‘ 176 | 20 T 1;371 26 || 27 | 30 ‘ 252 | 513 554 620 ‘ 0.0991 2100“6116 7929 19]
200 ‘ 37/2.62 ‘ 183 | 21 | 18 H 27 | 28 | 30 H 26.1 ‘533 576 64.4 Hio.ogw ‘2264 Hesﬁ 8570 @1

240 Jerzz24] 202 [ 22 |19 ] 28 | 30 \ 32 283678 624 609 | 00754 | 2608 7843 10178 13089

250 61228 | 205 [ 22 |19 | 29 | 30 33 289 586 633 709 | 00724 | 2802 | 8091 10511 13504

24 |20 [ 30] 32| 35 | 312] 638 690 773 o001 | 3331 ‘L651 12562 @

25 | 20| 32 34 | 36 334 683 738 827 00515 | 3861 H11149 14514@

26 (21 H 33 | 35 | 38 | 355 H 72.7 78.7‘ 88.1 H 0.0470 M 4421 "12735 leeszs@

\ 300 H 61/250‘ 225

350 | 61/2.70 \ 24.3

400 \ 61/2.90 ‘ 26.1

‘ 34 * Ngoai cac quy cach trén, ching toi co thé san xuét cac quy cach khac theo yéu cau cua Quy khéach



o L6i trung tinh — Neutral

mmmmmmmm

! 10 i 7/1.35 | 1.0 6.0 ‘ 7/1.04 | 1.0 ‘ 1.8 L 19.6 1.8300 3.0800 756
L L IL | s !
| | ‘ g | |
11 7/1.41 1.0 t 6.0 7/1.04 10 8 " 201 1.6636 3.0800 802 |
e s o B e e e e £ i |
\ ‘ \
14 | 7/1.60 | 1.0 8.0 ‘ 7/1.20 | 1.0 ‘ 1.8 217 1.3071 ‘ 2.3100 971 :
——— —l 7"77 — ‘* — —— — — "7 —|
16 711.70 1.0 8.0 7/1.20 1.0 | 1.8 ‘ 22.4 ‘ 1.1500 2.3100 1050 ‘
——— s — L | J
‘ | \
22 ‘ 7/2.00 1.2 ‘ 11 7/1.41 1.0 ‘ 1.8 24.8 0.8364 1.6636 1352 |
|EE. == —| — = — ——— ,;l = —
| 25 7/12.14 ‘ 1.2 14 7/1.60 ‘ 1.0 | 1.8 26.2 L0.7270 1.3071 ’ 1537 ‘
= L — | L | Il - | .

CAP DIEN LU'C

Cép dién Iwc 3 pha 1 trung tinh, ruét dong, cach dién PVC-
0.6/1kv, vo boc PVC/Power cable, 3 phase + 1 neutral cores,
copper conductor, PVC insulation - 0.6/1kv, PVC outer sheath.

Ky hiéu/Sysbol: CVV - 0.6/1KV

1. Cau tao: !
- Rudt d&n: Béng sgi ddng mém (cap 2) xoén déng tam.
- Cach dién: PVC (Polyvmyl chloride).
- Chét don. bang quén: PVC hoic PP, PET (néu can)
- V6 boc: PVC (loai ST2).
2. Tiéu chuan ap dung:
3. Nhan biét cap bang mau cta cach dién PVC.
- Li: xanh, d0, vang, Trung tinh Den.
- V6 boc: mau den.
Céac cach nhan biét trén c6 thé thay ddi theo yéu cau khach hang.
4. Cac dac tinh cua cap:
- Dién ap dlnh murc (U, /U): 0.6/1KV.
- Nhiét dd ruét dan I&n nhéat trong st dung binh thuwdng: 70°C.
1. Composition:
- Conductor: Concentric stranded (class 2) annealed plain copper wires.
- Insulation: PVC (Polyvinyl chloride).
- Fller. binder: PVC or PP, PET (if any)
- Outer sheath: PVC (type ST2).
2. Applied standards: /EC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Cable identification: by color of PVC insulation.
- Cores: Blue, Red, Yellow, Neutral Black.
- Outer sheath: Black
The above identifying can be change as order
4. Characteristics:
- Voltage rate (U,/U): 0.6/1KV .
- Max. rated conductor temperature in normal use: 70°C

Be day
vo bao vé

Thickness
outersheath

Mat cat
danh
dinh

Nominal

Be day
cach dién

W GERS

insulation

Be day
cach dién

WEGERS

insulation

Mt cat
danh dinh
Nominal

Cau tao
ruét dan
Structure

Cau tao
Structure

area

IEC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.

Duwong
kinh tong
Overall.
diameter
(approx.)
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Ru6t dan déng
Copper conductor
Cach dién PVC
PVC insulation
Chét dén PVC
PVC Filler

Vo boc PVC

PVC outer sheath

Dién tré ruét dan I&n nhat

Max.

& 20°C

conductor

Khoi

resistance at 20°C lwong

ga

n dang

Weight

Trung tinh
Neutral

(approx.)

- * Beside above sizes, we also produce others size depend to Customer’s requirement




| TAI TRUONG THANH
CONG TY SAN XUAT DAY CAP DIEN

CAP DIEN LU'C

B8 aay |vobiove|K160|  ressiancpaizro | oot
dinh ruét dan cach dign | Thickness | o oter : Weight
Nominal | Structure (approx.) P';g:e T’k‘/ggﬁ‘;’/‘h (approx,
38 | 7282 | 1.2 22 | 7200 | 12 1.9 306 | 04826 08364 2182 |
50 | 19180 4 25 | 7214 | 12 20 | 335 | 03870 @ 07270 2659
60 | 19200 14 30 | 7230 | 12 | 21 | 364 | 03225 06058 3162 |
70 | 19214 14 35 | 7252 | 12 | 22 | 382 | 02680 @ 05240 = 3589 |
80 | 19230 | 16 50 | 19/1.80 ; 14 23 413 7o.g3i157 03870 | 4238
o5 | 19252 16 | 50 | 19/1.80 } 14 24 | 436 | 01930 | 03870 | 4828
100 | 19260 16 50 | 19/1.80 r 14 2.4 444 | 01834 J 0.3870 | 505t
120 | 19/2.82 ‘ 16 70 1 19214 14 25 | 483 | 0.1530 i 02680 | 6043
125 | 19/2.90 7i71.6 70 | 10214 | 14 | 25 7 493 | 0.1469 | 02680 6314J
150 ;5727.28 { 18 70 | 19214 14 27 526 | 01240 0.26801 7269
185 } 37252 | 20 95 | 19252 16 2.8 579 | 00991 | 0.1930 i 8897 |
200 | 37/2.62 | 2.1 100 | 19/2.60 1.6 29 60.0 | 00917 | 0.1834 9575
240 | 61224 | 22 120 | 19282 16 31 | 649 00754 | 041530 11329
250 | 61/228 | 2.2 125 | 19290 16 | 3.4 660 | 00724 01469 4711748
300 | 61/2.50 24 150 | 371228 18 33 | 719 | 00601 | 0.1240 14051
350 | 61/2.70 \ 25 185 {735572 20 35 | 772 | 00515 = 00991 16361
i 100 | 61290 | 26 200 H7§77/2.62: 21 | a6 819 | 00470 ‘7 00917 | 18562

0

36 * Ngoai cac quy céch trén, ching t6i c6 thé san xuét cac quy cach khac theo yéu céu ctia Quy khach



) TAI TRUONG THANH

MANUFACTURING ELECTRIC WIRES AND CABLES CO.,LTD

CAP BIEN LU'C

Cap dién Iwc, 1,2,3,4 16i, ruét nhém, cdach dién PVC - 0.6/1kv, vé boc
PVC/Power cable, 1,2,3,4-cores, aluminum conductor, PVC
insulation - 0.6/1kv, PVC outer sheath

Ky hiéu/Sysbol: AVV - 0.6/1KV

1. C4u tao:

- Ruét dan: Bang soi nhom tron (c&p 2) xodn ddng tar.

- Cach dién: PVC (Polyvmyl chloride).

- Chét don. bang quén: PVC hoac PP, PET (néu can)

- V6 boc: PVC (loai St2).

2. Tiéu chu;—m ap aung: IEC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Nhan biet cap: bing mau cta cach dien PVC.

- LGi: xanh dé, vang, Trung tinh Den.

- V6 boc: mau den.

Cac cach nhan biét trén c6 thé thay ddi theo yéu cau khach hang.

4. Cac dac tinh cua cap:

-Dién ap dmh mutrc (U/U): 0.6/1KV.

- Nhiét d6 rut dan Ién nhét trong st dung binh thuorng: 70°C.

1. Composition:

- Conductor: Concentric stranded (class 2) circular aluminum wires.

- Insulation: PVC (Polyvinyl chloride). AT 5

- Filler. binder: PVC or PP, PET (if any). fﬁ/%/%?:r:ggnmductor
- Outer sheath: PVC (type St2)

g %

2. Applied standards: IEC 60502-1/TCVN 5935. IEC 60228/TCVN 6612. Céch dign PVC
3. Cable identification: by color of PVC insulation. PVC insulation
- Cores: Blue, Red, Yellow, Neutral Black Chat don/Filler
- Outer sheath: Black
The above identifying can be change-as order V4 boc PVC
4. Characteristics: PVO outer shasth

- Voltage rate (U/U): 0.6/1KV .
- Max. rated conductor temperature in normal use: 70°C

Song il od day Bé day vé boc Buwong kinh tong Dién tré ruét dan

danh Céu tao | kinhrudt| . o <ian Thickness Overall diameter 1&n nhit & 20°C
dinh rudt dan dan Thickness outersheath (approx.) Max. conductor

mmm__—m—-m-
[ 7‘ 7.7 70° \J1 IF By Fs 1.8 fej’igw 19.77‘ 211 236 “ 1.9100 ’ 137 H 541 H 623 777 ‘

22 7/200 q 60 ‘ 1.2 ‘ 14 ,718 18 1.8 J 11.0 “ 24.7 ’234 26.2 H 1.3891 17171 “ 662 773

25 7/214 ‘1 6.4 1.2 | 1.4 r1.8 1;‘ j’i‘l(ﬂ 227J 245 2751 12000 “ 191 ] 27 ‘ 851 1069

Mat cat

Khéi lwgng gan ding
Weight (approx.)

35 7/252 ‘ 7.6 ‘ e2 “ 1.4 |‘ 1.8 1.8 H 1.9 [ 12.8 ‘256 w 276 31.2 E 0.8680 TBG H 930 ‘1085 1380‘

L 7o [ 12 | e | 22 | ER
38 7777/2.(3 7.9 L 12 ] 1.4:L 18 L 2ﬂ 13J ZGJLZBG 773 2| 07995 [ 285 | 991 || 1166 1472 1
50 19/1.80 9.0 14 || 14 ’ 19 20 JL 2.1 \’ 14U 29.4 L319 35.0 M 0.6410 ‘ 306 ‘ 1224 ‘ 1445 1789 |

|70 1 19/2.14 [ 107 S [ | 1.5 { 20 2.1 \ 2.9 ‘ 16.4 L337 |:365 40.8 [ 04430 392 | 1618 ‘ 1.904 | 2365 ‘
‘ 95 19/2 52 ‘ 12.6 1.6 ’ 22 2.3 ’ 25 H 18.9 ‘ 38.5 ‘ 41.6 46.4 ‘F 0.3200 2123 2487 3079 |
r — ‘* = e ;7 . = 7‘

100 ‘ 19/2 60 [ 130 | .6 16 2 ’723 ‘ 25 j‘ 193]‘ 3947’ 425 47.5 H 0.3040 ; 548 H 2227 ‘ 2601 3231

[ | [
1.6

200 37/2.62 | 18. 3j / 1 8 7 2 8 ] 3.0 J 26.1 J 53.3 ” 57.6 64.4 ‘ 0.1517 ‘ 1004 “ 4075 ‘ 4773 || 5932
)/ 240 || 61/2. 24 ‘ 20 2 22 J 3 . 3 UE3 2]\;28 31 57. 87 2 4 69. 91 0. 1250 M 1179 ‘ 4789 H 5596 | 6975 ‘
g —_ _ = — —
250 61/2 28 ‘ 20 5 ‘ 2.27 1.9 L 3 0 28. 58.6 63 3 | 70T 0 1200 1228 || 4927 " 5765 | 7186 ‘

300 | 61/2 50 | 225 24 | 20 rso [ 32 ] | 57‘ 31 2j‘ 638T 690 773 M 0.1000 ‘ 14381‘ 584 | 6854 8547 |

—_— e - W ) | h
350 | 61270 | 243 25 | 20 rsz 347’76 334 | 683 | 738 827 M 0.0857 M 1652 | 6710 | 7856 9800
7613 | 8945 11141 |

A 120 19/2 82 LM 1 1.6 1.6 23 24 “ 26 FZO SW 423 F? [ 0.2530 ‘ 622 1 2571 ’ 3012 3732 2 |
5 L | L L ! N L — I L
150 37/2.28 160 1.8 1.7 ( 25 2.6 ” 2.8 H 22 9 “ 47. 1 ’ 50 9 | 56.9 H 0 2060 ‘ 771 ‘ 3179 3725 4628
— — —— —— —— e —— ————— T ‘l —
185 37/2.52 ‘ 17 6 2.0 1. 8 { 26 2.8 3 0 U 25.2 “ 51. 3 H 55 4 620 JL 0 1640 935 | 3774 | 4417 5499
L |

400 61/2.90 26.1 2.6J 2.1 J 35.5 ‘ 727—‘ 78.7 0.0778 1873

[ B :
I i - " Beside above sizes, we also produce others size depend to Customer’s requirement 37




\ TAI TRUONG THANH
CONG TY SAN XUAT DAY CAP DIEN

CAP PIEN LU'C

Cap dién lwc, 3 pha + 1 trung tinh, ruét nhém, cach dién PVC - 0.6/1kv, vo
boc PVC/Power cable, 3 phase + 1 neutral cores, aluminum conductor,
PVC insulation - 0.6/1kv, PVC outer sheath.

Ky hiéu/Sysbol: AVV - 0.6/1KV
1. C4u tao:

- Ruét dan: Bang soi nhdm tron (cap 2) xodn déng tam.

- Cach dién: PVC (Polyvinyl chloride).

- Chét don. bang quan: PVC hoac PP, PET (néu can)

- V6 boc: PVC,(loai ST2).

2.Tiéu chugn éép dung: IEC 60502-1/TCVN 5935 & IEC 60228/TCVN 6612.
3. Nhan biet cap: bang mau cta cach dién PVC.

- L6i: xanh, d6, vang, Trung tinh Ben.

- Vé boc: mau den.

Céc cach nhan biét trén co the thay ddi theo yéu cau khach hang.
4. Cac dic tinh cua cap:

- Bién ap dinh mirc (U,/U): 0.6/1KV.

- Nhiét d6 rudt dan I&n nhat trong st dung binh thwéng: 70°C.
1..Composition:

- Conductor: Concentric stranded (class 2) circular aluminum wires. Ruét dan nhém

- Insulation: PVC (Polyvinyl chloride). St

- Filler. binder: PVC or PP, PET (if any). Aluminium conduty

- Outer sheath: PVC (type ST2). Cach dién PVC
pglled standards: IEC 60502-1/TCVN 5935. IEC 60228/ TCVN 6612. PVC insulation
Cable identification: by color of PVC insulation. Chét don/Filler

- Cores Blue, Red, Yellow, Neutral Black

- Outer sheath: Black .
The above identifying can be change as order V6 boc PVC

4. Characteristics: PVC outer sheath

- Voltage rate (U,/U): 0.6/1KV .

- Max. rated conductor temperature in normal use: 70°C

Lé6i trung tinh —Neutral conductor : Dién tr& rudt dan I6n nhat =
Mit cit : ‘ 5 Bé day kPl;ﬂ,’;g Max.oc%)%(?uctor |Kh°l
daanc: Céu tao Bo day Mat cit £ Be day |vo bao v¢ lgver(;;;g resistance at 20°C gél:%':]%g
dinh | rust dan | 528 91N | ganh djnh sl s [hiigind T B Trung tinh | Weight
Nominal | Structure | . : Nominal , . (approx.) (approx.)
A insulation insulation Phase Neutral
mmmmmmmm
e e A e | 13819 | 21000 | E
BETUHE e s e Eﬁé}m“ 12099777ﬁ'272’000 | %67
[ a5 | 7252 | 12 | 22 | 7200 | 12 | 18 | 208 | 08680 | 13819 | 1257 |
38 7262 | 12 | 2 | 7200 | 12 | 19 | 306 | 07995 | 13819 | 1326
50 19180 | 14 | 25 | 7214 | 12 | 20 | 335 | 06410 | 12000 | 1582 |
70 19214 | 14 35 7/2.52 12 | 22 | 382 | 04430 | oses0 | 2071
[ 95 [19252 [ 16 | s0 [19180 | 14 | 24 [ 436 | 03200 [ os410 | 2713
100 19260 | 16 | 50 19180 | 14 | 24 | 444 | 03040 | 06410 | 2819 |
20 | wem ]| 18 | .70 19244 | 14 [ 25 [ 483 | 02530 | 04430 | 3344 |
150 37228 18 | 70 19214 14 | 27 | 526 | 02060 | 04430 | 3953 |
185 37252 | 20 | 95 19252 16 _| 28 | 579 | 01640 | 03200 | 4793 |1
200 377262 24 | 100 | 19/2.60 16 | 29 | 600 | 01517 | 03040 5148 |
240 61224 | 22 | 120. [19282 | 16 [ 31 | 649 | 01250 | 02530 | 6014 |
250 [61228 | 22 | 125 [19200 | 16 | 31 [ e60 | 01200 | 0.2429 6225
300 [61250 [ 24 | 150 |[37228 | 18 -| 33 | 79 0.1000 | 0.2060 7393
350 | 61270 | 25 | 185 | 37252 | 20 35 772 | 00881 | 01640 | 8542

38 * Ngoai céé quy cach trén, chiing t6i co thé san xuét cac quy cach khéc theo yéu céu ciia Quy khach

i

e



