TAI TRUONG THANH

MANUFACTURING ELECTRIC WIRES AND CABLES CO0.,LTD

CAP QUADRUPLEX

Cédp Quadruplex, ruét déng, cdch dién PVC-0.6/1kv,
Quadruplex cable, copper conductor, PVC insulation - 0.6/1kv .
Ky hiéu/Sysbol: QV - 0.6/1KV

1. Cau tao: g
- Rudt dan: Bang soi ddng cirng hodc mém xoan ddng tam.
- Cach dién: PVC (Polyvinyl chloride).
2. Tiéu chuan ap dung: IEC 60502-1/TCVN 5935, IEC 60228/TCVN 6612,
TCVN 5064.
3. Nhan biét cap: bang mau cla cach dién PVC.
- Céc 16i: B0, vang, xanh, den hoac theo yéu ciu.
{ 4. Cac dac tinh cua cap:
- Bién ap dinh mare (U/U): 0.6/1KV.
- Nhiét d6 rudt dan I&n nhét trong st dung binh thuwdng: 70 °C.
1. Composition:
- Conductor: Concentric stranded hard drawn or annealed plain copper wires.
- Insulation: PVC (Polyvinyl chloride).
2. Applied standards: /EC 60502-1/TCVN 5935, IEC 60228/TCVN 6612, TCVN

5064.
3. Cable identification: by color of PVC insulation 3
- Cores: Red, yellow , blue, black or request Ruét dan dong
4. Characteristics: Copper conductor
- Voltage rate (Uy/U): 0.6/1KV . Cach dién PVC
- Max. rated conductor temperature in normal use: 70 °C PVC insulation
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* Beside above sizes, we also produce others size depend to Customer’s requirement




