CAP TRUNG THE

Cép trung thé, 1 16i, ruét déng, cach dién XLPE-12/20(24)kv, vé
bao vé PVC hoac HDPE/Medium voltage cable, one-cores,
copper conductor, XLPE insulation - 12/20(24)kv,

PVC or HDPE sheathed.

Ky hiéu/Sysbol: C/XLPE/PVC - 12/20(24)KV
Hod&c/or C/XLPE/HDPE - 12/20(24)KV

1. Cau tao:

- Rudt dan: Bang soi ddng mém (cap 2) xoén dong tam.

- Cach dién: XLPE (Cross-linkedPolyethylene).

- V6 boc: PVC (loai ST2) hodc HDPE.

2. Tiéu chuan ap dung: |EC 60502-2/TCVN 5935. IEC 60228/TCVN 6612.
3. Nhan biét cap:

- Cach dién: mau tw nhién.

- V& boc: mau den.

4. Cac dac tinh cua cap:

- Dién ap dinh mic U/U(U,,): 12/20(24)KV.

- Nhiét do ru6t dan I&n nhét trong st dung binh thuwéng: 90°C.

1. Composition:

- Conductor: Concentric stranded (class 2) annealed plain copper wires.
- Insulation: XLPE (Cross-linled Polyethylene).

- Outer sheath: PVC (type ST2) or HDPE.

2. Applied standards: /EC 60502-2/TCVN 5935. IEC 60228/TCVN 6612.
3. Cable identification:

- Insulation: Natural color insulation.

- Outer sheath: Black

4. Characteristics: :

- Voltage rate U,/U(U,): 12/20(24)KV.  *

- Max. rated conductor temperature in normal use: 90°C
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CAP TRUNG THE

Cap trung thé, 1 16i, ruét nhém, cdch dién XLPE-12/20(24)kv,

v6 bdo vé PVC hodc HDPE/Medium voltage cable, one-cores, aluminum
conductor, XLPE insulation - 12/20(24)kv, PVC or HDPE sheathed.

Ky higéu/Sysbol: A/IXLPE/PVC - 12/20(24)KV

Hod&c/or AXXLPE/HDPE - 12/20(24)KV

1. Cau tao:

- Ruét d&n: Béng sgi nhém tron xoan ddng tam (chp 2).

- Céach dién: XLPE (Cross-linkedPolyethylene).

- Vé boc: PVC (Ioa| ST2) hoac HDPE.

2. Tiéu chuan ap dung: IEC 60502-2/TCVN 5935. IEC 60228/TCVN 6612.
3. Nhan biét cap

- Cach dién: mau tw nhién.

- V& boc: mau den.

4. Cac dac tinh ctia cap:

- bién ap dinh mre U/U(U,,): 12/20(24)KV

- Nhiét d6 rudt dan Ion nhéat trong st dung binh thwéng: 90 °C.

1. Composition:

- Conductor: Concentric stranded annealed plain aluminum wires (class 2).
- Insulation: XLPE (Cross-linled Polyethylene).

- Outer sheath: PVC (type ST2) or HDPE. Rudt dan nhom

2. Applied standards: /EC 60502-2/TCVN 5935. IEC 60228/TCVN 6612. Aluminium conductor
3. Cable identification: Cach 'dlen )_(LPE

- Insulation: Natural color insulation. Xl:PE insulation

- Outer sheath: Black V6 boc PVC/HDPE
4. Characteristics: PVC/HDPE outer sheath

- Voltage rate U,/U(U,): 12/20(24)KV.
- Max. rated conductor temperature in normal use: 90°C
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CAP TRUNG THE

Cép trung thé, Nhém 16i thép, cdch dién XLPE 12/20(24)kv
vO bao vé PVC hoac HDPE/ Medium voltage cable, Aluminum conductor
steel reinforced, XLPE insulation 12/20(24)kv, PVC or HDPE sheathed

Ky hiéu/Sysbol: AS/XLPE/PVC - 12/20(24)KV
Hodc/or AS/XLPE/HDPE - 12/20(24)KV

1. Cau tao:

- Phan thep Bang soi thép ma kém. mot soi hoac nhiéu soi xodn dong tam.
- Ph&n nhom: Bang cac soi nhém cirng xoan dong tam.

- Cach dién: XLPE (Cross-linkedPolyethylene).

- Vo boc: PVC (loai ST2) hoac HDPE. ’

2. Tieu chuan ap dung: IEC 60502-2/TCVN 5935. TCVN 5064

3. Nhan biéet cap:

- Cach dlen mau tw nhién.

- Vé boc: mau den.

- 4. Cac dac tinh cua cap:

- Dién ap dmh murc U,/U(U,,): 12/20(24)KV

- Nhiét do rudt dan I&n nhét trong st dung binh thwéng: 90°C.

1. Composition:

- Steel part: Zinc-coated steel wires. one wire or multi - wires concentric stranded.
- Conductor: Concentric stranded hard drawn aluminum wires.

- Insulation: XLPE (Cross-linled Polyethylene).
- Outer sheath: PVC (type ST2) or HDPE.
2.Applied standards: /EC 60502-2/TCVN 5935. TCVN 5064 SPTHaR iR ko)
3. Cable identification: 180 Soc s o)
- Insulation: Natural color insulation. Alunﬁgighv%{pe )
- Outer sheath: Black
f 4. Characteristics: - Cach dién XLPE

| - Voltage rate Uy/U(U,): 12/20(24)KV. XLPE insulation

- Max. rated conductor temperature in normal use: 90°C Vé boc PVC/HDPE
PVC/HDPE outer sheath
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* Beside above sizes, we also produce others size depend to Customer’s requirement
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Cap trung thé, 1 16i, ruét déng, cach dién XLPE-18/30(36)kv, vo
béao vé PVC hodc HDPE/Medium voltage cable, one-cores,
copper coductor XLPE insulation - 18/30(36)kv, PVC or HDPE sheathed. /
Ky hiéu/Sysbol: C/XLPE/PVC - 18/30(36)KV
Hodc/or C/XLPE/HDPE - 18/30(36)KV

1. Cau tao:
- Ruét dan: Bang soi dong mé&m xoén ddng tam (cap 2).
- Man chén rudt dan: Chéat ban dan.
- Céach dién: XLPE (Cross-linked Polyethylene).
- Vo boc: PVC (loai ST2) hoac HDPE.
2. Tiéu chuan ap dung: IEC 60502-2/TCVN 5935. IEC 60228/TCVN 6612.
3. Nhan biét cap:
- Céach dién: mau tw nhién.
- V6 boc: mau den.
4. Cac dac tinh cua cap:
- bién ap dinh maec U/U(U,,): 18/30(36)KV
- Nhiét d6 rudt dan Ién nhét trong st dung binh thuéng: 90°C.
1. Composition:
- Conductor: Concentric stranded annealed plain copper wires (class 2).
- Conductor screen: Semi-conductive compound.
- Insulation: XLPE (Cross-linled Polyethylene).
s - Outer sheath: PVC (type ST2) or HDPE.
' 2. Applied standards: /EC 60502-2/TCVN 5935. IEC 60228/TCVN 6612.
3. Cable identification:
- Insulation: Natural color insulation.
- Outer sheath: Black
4. Characteristics: ;
- Vloltage rate U, U(U,): 18/30(36)KV.
- Max. rated conductor temperature in normal use: 90°C
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